
F2190 Series, Snap-In
• Designed for use in UL/IEC/EN60601-1 applications
• Excellent performance/compact design 
• Quick-connect terminals (0.250" x 0.032")
• Snap-in, front panel mount; options for side snaps
     or top/bottom snaps

• Designed for Common Mode Emissions or Susceptibility Applications
• Integral IEC Connector in space-effi  cient package
• Low-cost design
• Low leakage Current
• Available in 1A to 15A Current ratings

Applications
• Medical and home healthcare equipment
• Laboratory & test equipment
• Commercial equipment and household appliances

Technical Data
•    Max Rated Voltage:   250VAC @ 50/60Hz
•    Rated Current:  1A to 10A @ 40°C
  15A @ 40°C (UL,cUL)
•    Hipot Rating:   L/N 1450VDC
  L/G, N/G 2000VAC/ 2250VDC
•    Protection Level:  IP40 according to IEC 60529 
•    Leakage Current:  <5 μA @ 250VAC/50Hz 
•    Temperature Rating:  -25°C to +85°C (25/85/21) 
•    Safety Approals:  UL60939-2
  CSA C22.2 No.8 (50°C)
  IEC/EN 60939
•    Flammability Rating:  UL 94V-0

Features
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Electrical Schematic

Approvals

(except 15A model)
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Model No. RatedCurrent
@40°C

Load 
Terminals Mounting Leakage Current 

250V/50Hz
MAX Rated

Voltage
Operating

Frequency (Hz)
F2190CS01 1A QC Side Snaps < 5 μA 250 VAC 50/60 Hz

F2190CS03 3A QC Side Snaps < 5 μA 250 VAC 50/60 Hz

F2190CS06 6A QC Side Snaps < 5 μA 250 VAC 50/60 Hz

F2190CS10 10A QC Side Snaps < 5 μA 250 VAC 50/60 Hz

F2190CS15 15A QC Side Snaps < 5 μA 250 VAC 50/60 Hz

F2190CT01 1A QC Top & Bottom Snaps < 5 μA 250 VAC 50/60 Hz

F2190CT03 3A QC Top & Bottom Snaps < 5 μA 250 VAC 50/60 Hz

F2190CT06 6A QC Top & Bottom Snaps < 5 μA 250 VAC 50/60 Hz

F2190CT10 10A QC Top & Bottom Snaps < 5 μA 250 VAC 50/60 Hz

F2190CT15 15A QC Top & Bottom Snaps < 5 μA 250 VAC 50/60 Hz

Insertion Loss (typ)

F2190 Series

1A 3A

6A 10A

15A

(Diff erential Mode)---------------(Common Mode)_________
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F2190 Series

Mounting Type A B C D E F G H I J K

CS (Snap-In, Sides) 56 28.5 21 31 24 - 12.7 11.8 13.5 3.2 6.3 * 0.8

CT (Snap-In, Top & Bottom) 56 28.5 21 31 24 - 12.7 11.8 13.5 3.2 6.3 * 0.8
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